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Uber die

Anerkennung

von
Bauteilen und Systemen

ertlfikat

Inhaber der Anerkennung:

Notifier Sicherheitssysteme GmbH
Berliner Straf3e 91
DE-40880 Ratingen

Anerkennungs-Nr.: Anzahl der Seiten:

G 210089 5

Gegenstand der Anerkennung:

Gliltig vom:

26.08.2010

Eingangs-/Ausgangsgerit
Typ M710-CZR

Verwendung:

in automatischen Brandmeldeanlagen

Anerkennungsgrundlagen

Gultig bis:

25.08.2014

DIN EN 54-17:2006-03 - Kurzschlussisolatoren

DIN EN 54-18:2006-03 + Ber. 1:2007-05 -
/Ausgangsgerite

VdS 2344:2005-12 - Verfahrensrichtlinien
VdS 2504:1996-12 - Rauchmelder, Abs. 5.6

ﬁn den 26.08.2010

Schiingel i. V. Hesels

Eingangs-

vds Schadenverhutung GmbH




VdS

Anlage 1 Seite 1

zur Anerkennung Nr. G 210089 vom 26.08.2010

Der Gegenstand der Anerkennung umfasst folgende Bestandteile:

Bei Systemen:
Anerkennungs-
Bezeichnung des Gegenstandes Type Kenn-Nr. des Antragstellers Nummer der
System-
Bestandteile

Eingangs-/Ausgangsgerite M710-CZR




VdS

Anlage 2 Seite 1

zur Anerkennung Nr. G 210089 vom 26.08.2010

Der Gegenstand der Anerkennung wird durch folgende Unterlagen beschrieben:

Anzahl
Art der Unterlage Kennzeichen des Herstellers Datum der

Seiten

VdS Priifbericht Nummer
BMA 02075 vom 21.03.2003

BRE Priifbericht Nummer
TE 216443 vom 31.02.2005

VdS Priifbericht Nummer
BMA 08009 vom 25.02.2008

BRE Priifbericht Nummer
TE 241559 vom 31.10.2008

VdS Priifbericht Nummer
BMA 09063 vom 14.05.2009

BRE Priifbericht Nummer
TE 254833 vom 10.05.2010

VdS Software-Priifbericht Nummer
SW-2001243 vom 10.10.2002

1. Ergéinzung zum
VdS Software-Priifbericht Nummer
SW-2001243 vom 07.11.2005

2. Ergédnzung zum
VdS Software-Priifbericht Nummer
SW-2001243 vom 22.05.2006

3. Ergdnzung zum
VdS Software-Priifbericht Nummer
SW-2001243 vom 21.11.2007

VdS Software-Priifbericht Nummer
SW-2008273 vom 26.02.2009

BRE Software-Priifbericht Nummer
TE 254833-SW vom 09.04.2010

o . ———— S —  — i — . —— —



VdS

Anlage 2 Seite 2
zur Anerkennung Nr. G 210089 vom 26.08.2010
Der Gegenstand der Anerkennung wird durch folgende Unterlagen beschrieben:
Anzahl
Art der Unterlage Kennzeichen des Herstellers Datum der
Seiten
M710E-CZR
M210E-CZR Product Specification S00-0475-000 Rev.C 06.04.2010 | 20
M710E-CZR Installation Instructions |156-3674-000 2010 4
M710E-CZR Nameplate N04-4479-000 Rev. 00 12.05.2010 1
Software Dokumentation List SSEUK-M200-SW-DL Rev. 7 16.07.2008 1
M210E-CZR BOM --- 27.04.2010 4
Base, New Generation Modules B07-046-01 Rev. A 14.09.2004 1
Cover, New Generation Modules C58-011-XX Rev. F 09.03.2007 2
Schematic Conventional Zone C37-679-100 Rev. A
Monitor Module
PCB Artwork, M210E-CZ P30-679-100 Rev. A 7
Manual Assembly, M210E-CZ X70-2815-001 Rev. A 16.05.2007 1
SMD Layout, M210E-CZ X70-2508-100 Rev. A 2
Base box, New Generation Modules | B07-047-XX Rev. D 14.12.2007 2
Cover Box, New Generation Modules | C58-012-21 Rev. A 14.12.2007 ]
Mounting Bracket, B70-005-XX Rev. B 14.09.2004 2
New Generation Modules
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Anlage 3 Seite 1

zur Anerkennung Nr. G 210089 vom 26.08.2010

Hinweise fur die Anwendung des Gegenstandes der Anerkennung nach Anlage 1

Das Eingangs-/Ausgangsgerit Typ M210-CZR verfiigt {iber eine Kurzschlusstrennfunktion, die
iiber die Verwendung einer anderen Anschlussklemme deaktiviert sein kann.

Es sind die Hinweise in der Installationsanweisung zu beachten.

Technische Daten:

Betriebsspannung mit Isolator (DC): 15 V bis 28 V (mind. 17,5 V zur
Gewihrleistung der LED Funktion)
Betriebsspannung (Isolator deaktiviert) (DC): 15 V bis 30 V (mind. 17,5 V zur

Gewihrleistung der LED Funktion)

15 V bis 32 V (wenn die Grenzwertmelder
iiber den Ringbus gespeist werden)

Maximaler Ruhestrom bei 24 V:

ohne Kommunikation: 288 pA
mit Kommunikation: 500 pA
LED leuchtet bei 24 V:
griin: 6,5 mA bis 6,7 mA
rot: 2,2 mA

gelb: 8.8 mA
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This approval

is valid only for the

specified component/system
as submitted for the test

W together with the parts listed
in enclosure 1

W documented in the technical
papers acc. nclosure 2

nf f systems)

M for application in the
speclified fire protection and
security installations

Use of the subject matier

of the approval, is subject to
the hint mments of
enclosure 3

The validity of the approval
can be extended upon
application. Application for
extension shall ibmitted
six months before expiry of the
C approval

e latest

This certificate may only be
reproduced in its present form
without any modification
including all enclosures, All
chang the underlying
conditions of this approval
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Components and Systems

Halder of the Approval

Notifier Sicherheitssysteme GmbH
Berliner Strafle 91
DE-40880 Ratingen

Approval No.: Valid from: Valid to

26.08.2010

No. of pages:

G 210089 5

25.08.2014

Subject matter of the Approval

Input-/Output Device
Type M710-CZR

Use:

in Automatic Fire Detection and Fire Alarm Systems

Basis for approval:

DIN EN 54-17:2006-03 - Short Circuit Isolators

DIN EN 54-18:2006-03 + Corr. 1:2007-05 - Input/Output

Devices
VdS 2344:2005-12 - Procedure Guidelines
VdS 2504:1996-12 - Smoke Detectors, Sect. 5.6

K&lIn (Cologne), 26.08.2010

f A r/
Schiingel i. V. Hesels

Head of the Vd:

Managing Director _ertification Body
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Enclosure 1 Sheet 1

To Certificate of Approval No. G 210089 Date 26.08.2010

The approved component/system comprises the following parts:

Approval number
of component
Description of component Type Applicant's Registration No. (only complete for
system approval)

Input/Output Device M710-CZR
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Enclosure 2 Sheet 1

To Certificate of Approval No. G 210089 Date 26.08.2010

The approved component/system is described as follows:

Number
Type of document Manufacturer's identification Date of

Pages

VdS Test Report No.
BMA 02075 dated 21.03.2003

BRE Test Report No.
TE 216443 dated 31.02.2005

VdS Test Report No.
BMA 08009 dated 25.02.2008

BRE Test Report No.
TE 241559 dated 31.10.2008

VdS Test Report No.
BMA 09063 dated 14.05.2009

BRE Test Report No.
TE 254833 dated 10.05.2010

VdS Software Test Report No.
SW-2001243 dated 10.10.2002

1. Supplement to
VdS Software Test Report No.
SW-2001243 dated 07.11.2005

2. Supplement to
VdS Software Test Report No.
SW-2001243 dated 22.05.2006

3. Supplement to
VdS Software Test Report No.
SW-2001243 dated 21.11.2007

VdS Software Test Report No.
SW-2008273 dated 26.02.2009

BRE Software Test Report No.
TE 254833-SW dated 09.04.2010
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Enclosure 2 Sheet 2
To Certificate of Approval No. G 210089 Date 26.08.2010
The approved component/system is described as follows:
Number
Type of document Manufacturer's identification Date of
Pages

M710E-CZR
M210E-CZR Product Specification S00-0475-000 Rev.C 06.04.2010 | 20
M710E-CZR Installation Instructions |156-3674-000 2010 4
M710E-CZR Nameplate N04-4479-000 Rev. 00 12.05.2010 1
Software Dokumentation List SSEUK-M200-SW-DL Rev. 7 16.07.2008 1
M210E-CZR BOM --- 27.04.2010 4
Base, New Generation Modules B07-046-01 Rev. A 14.09.2004 1
Cover, New Generation Modules C58-011-XX Rev. F 09.03.2007
Schematic Conventional Zone C37-679-100 Rev. A 2
Monitor Module
PCB Artwork, M210E-CZ P30-679-100 Rev. A 7
Manual Assembly, M210E-CZ X70-2815-001 Rev. A 16.05.2007 1
SMD Layout, M210E-CZ X70-2508-100 Rev. A 2
Base box, New Generation Modules |B07-047-XX Rev. D 14.12.2007 2
Cover Box, New Generation Modules |C58-012-21 Rev. A 14.12.2007 1
Mounting Bracket, B70-005-XX Rev. B 14.09.2004 2
New Generation Modules
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Enclosure 3 Sheet 1

To Certificate of Approval No.: G 210089 Date 26.08.2010

Instructions for the application of the approval component/system (see enclosure 1):

Input/output device type M210-CZR provides a short circuit isolating function, that can be
deactivated by means of an other wiring terminal.

The indications of the installation instruction shall be regarded.

Technical data:

Operating voltage with isolator (DC): 15V to28 V (min. 17.5V to
ensure LED operation)

Operating voltage (isolator deactivated) (DC): 15Vto30V (min. 17.5 V to
ensure LED operation)

15 V to 32 V (if the threshold value detectors
are supplied via loop bus)

Max. quiescent current at 24 V:

without communikation: 288 pA
with communikation: 500 pA
LED flashes at 24 V:
green: 6.5 mA to 6.7 mA
red: 2.2 mA

yellow: 8.8 mA



